
Technical  data sheet  for

ELECTRIC GRIDDLE STATIC OVEN RANGE 900mm
GP8910E 

 Heavy-duty thermostatic electric griddle
 20mm thick griddle plate
 Ribbed plate options
 Chromed mirror plate options 
 Top weld sealed plates 
 12kW heating elements
 Separate left and right heat zones
 GN 2/1 6.5kW electric static oven
 Drop down door
 Stainless steel exterior
 Easy clean
 Easy service
 Fully modular
 Low back model (GPL) available

Controls
• Large easy use control knobs - heat resistant reinforced
• Easy view control settings on knobs
Griddle
• Separate left and right side heat zones
•	Two	50-300˚C	thermostats
• Indicator lights for power and heating
Oven
•	Separate	temperature	and	top	heat	power	regulation	controls
•	50-320˚C	thermostatic	control	
• Lo-Hi top heat control
• Indicator lights for power and heating

Cleaning and Ser vicing 
•	All	models	with	easy	clean	stainless	steel	external	finish
•	Plate	is	finished	front	and	rear	with	overlap	construction	to	remove		
 cleaning traps 
•	Removable	oven	racking	and	sole	plate
•	Easy	clean	vitreous	enamel	oven	and	door	inner
•	Door	hinge	spring	adjustable	on	unit	(door	outer	removed)
•	Door	disengages	for	lift	off	removal	and	increased	service	access
•	All	parts	front	accessible	from	installed	position

O verall  Construc tion
• Galvanized steel chassis
•	Welded	hob	surround	with	1.5mm	304	stainless	steel	bull	nose	
•	Splashback	and	hob	sides	1.2mm	304	stainless	steel
•	Front	panels	and	oven	sides	0.9mm	304	stainless	steel
•	 150mm	legs	in	63mm	dia.	heavy-duty	1.2mm	304	stainless	steel		 	
 with adjustable feet

Griddle
•	20mm	thick	machined	top	plates	standard
• Optional ribbed plate sections
•	Optional	mirror	finish	hard	chrome	plates	
•	2.5mm	thick	304	stainless	steel	splash	guards	sides	and	rear
•	2.0mm	thick	grease	channel	
•	Dual	thermostatic		control	zones
•	Welded	hob	surround	with	1.5mm	304	stainless	steel	bull	nose	
•	Splashback	and	side	panels	1.2mm	304	stainless	steel
•	Front	panels	0.9mm	304	stainless	steel
• Stainless steel grease drawer 
• Overlapping finish at front and rear of plate for easy clean
Oven
•	Fully	welded	and	vitreous	enamelled	oven	liner
•	GN	2/1	capacity	with	4	position	racking
•	Heavy-duty	easy	remove	heavy	wire	chrome	rack	supports
•	Cast	iron	even	heat	oven	sole	plate	
•	6.5kW	heating	elements
•	Welded	frame	drop	down	door	with	heavy-duty	spring 
	 hinge	system
•	0.9mm	304	stainless	steel	door	outer
•	 1.0mm	press	formed	vitreous	enamelled	door	inner
• High density fibreglass insulated
•	Stay	cool	stainless	steel	door	handle	with	cast	metal	handle		 	
	 mounts
•	Supplied	with	two	chrome	wire	oven	racks
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Technical  data sheet  for

ELECTRIC GRIDDLE STATIC 
OVEN RANGE 900mm

GP8900E-B 
Bench Model

GP8900E-LS 
Leg Stand

Plan

GP8900E-RB 
Refrigerated Base

GP8900E-CB 
Cabinet Base
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Specif ications
Griddle 
Elements
6	x	2kW	stainless	steel	sheathed	 
heating	elements
Electrical requirements
12kW
400-415Vac,	50/60Hz,	3P+N+E
Phase loading
L1	16.6A
L2	16.6A
L3	16.6A
Plate
Cooking	surface	892mm	x	530mm,	4728cm2
Electrical connection
130mm	from	LH	side,	32mm	from	rear, 
and	655mm	from	floor
Refrigerated base
Type
Ventilated	system
Refrigerant 
R134a	(160grams)
Climate classification 
T – tropical 
Electrical connection
220-240Vac,	50Hz,	1.8A,	1P+N+E
3 pin 10A plug cordset fitted 
Dimensions
Bench models
Width	900mm
Depth	805mm
Height	315mm	
Incl.	splashback	530mm
Incl.	low	back	370mm
All models (excluding Bench model)
Width	900mm
Depth	805mm
Height	915mm	
Incl.	splashback	1130mm
Incl.	low	back	970mm
Nett weight
Bench and Leg Stand models
125kg
Cabinet Base and Refrigerated Base models
158kg
Packing data
Bench models
0.55m3,	170kg
Width	945mm
Depth	870mm
Height	665mm
All models (excluding Bench model)
1.03m3,	223kg
Width	945mm
Depth	870mm
Height	1255mm
Options at extra cost
Joining caps
Castors
Plinth	mounting
Ribbed plate options
Chromed	plate	options


